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Action 500 Series

ACTION-508A / ACTION-508 
ACTION 512A / ACTION 512
ACTION-M512A / ACTION-M512
ACTION-515A / ACTION-515
ACTION-525A / ACTION-525
ACTION-S18A / ACTION-S18
ACTION-S118A
ACTION-S218A / ACTION-S218

Action 시리즈는 DAS 전문 음향 시스템을 바탕으로 International 사운드의 표준으로 만들어 뛰어난 음질을 제공합니다. 

또한 Birch plywood 인클로져와 내구성 강한 ISO-FLEX 페인트를 사용한 스피커입니다.

action 500 series

Powered

Model    VANTEC-18A                                         VANTEC-218A
Nominal Amplifier Power

Input Impeadance

Sensitivity

Frequency Range (-10 dB)

Rated Maximum Peak SPL at 1 m

Transducers/Replacement Parts

Enclosure Material

Color/Finish

Rigging System

AC Power Requierements

Dimensions (H x W x D)

Weight

Accessories

2000W peak 

1000W continuous 

Class D, Biamplified

Line: 20 kohms

Line: 3 V (+12 dBu)

Loud: 35 Hz - 125 Hz 

Deep: 30 Hz - 125 Hz

134 dB

18LX/GM-18LX

Birch Plywood

Black/ISO-flex Paint

-

115 V, 3 A, 50 Hz/60 Hz 

230 V, 1.5 A, 50 Hz/60 Hz

720 x 545 x 655 mm 

28.3 x 21.5 x 25.8 in

40.5 kg (89.2 lb)

FUN-VT18 Cover

TRD-7 Adjustable Pole Mount

4000W peak 

2000W continuous 

Class D, Biamplified

Line: 20 kohms

Line: 3 V (+12 dBu)

Loud: 35 Hz - 125 Hz 

Deep: 30 Hz - 125 Hz

140 dB

2 x 18LX/GM-18LX

Birch Plywood

Black/ISO-flex Paint

-

115 V, 6 A, 50 Hz/60 Hz 

230 V, 3 A, 50 Hz/60 Hz

1070 x 540 x 670 mm 

42.1 x 22.5 x 26.6 in

72 kg (158.4 lb)

TRD-6 Pole Mount

TRD-7 Adjustable Pole Mount

Externally powered

Model            VANTEC-12    VANTEC-15       VANTEC-215     VANTEC-18            VANTEC-218
Peak Power Handling

RMS (Average) Power Handling

Frequency Range (-10 dB)

Nominal Impedance

On-axis Sensitivity  1 W/1 m

Maximum Peak SPL at 1 m

HF Horn Coverage Angles(-6 dB)

Enclosure Material

Color/Finish

Transducers/ 

Replacement Parts

Dimensions (H x W x D)

Weight

Accessories

2000W

500W

65 Hz - 20 kHz

8 ohms

98 dB SPL

135 dB

90˚ x 50˚ 

Birch Plywood

Black/ISO-flex Paint

LF: 12F/GM-12F 

HF: M-28/M-28

620 x 380 x 380 mm 

24.4 x 15 x 15 in

20.5 kg (45.2 lb)

TRD-6 Pole Mount

TRD-7 Adjustable Pole Mount 

FUN-VT12 Cover

2000W

500W

60 Hz - 20 kHz

8 ohms

99 dB SPL

135 dB

90˚ x 50˚ 

Birch Plywood

Black/ISO-flex Paint

LF: 15F/GM-15F 

HF: M-28/M-28

720 x 380 x 380 mm 

28.3 x 15 x 15 in

23.5 kg (51.8 lb)

TRD-6 Pole Mount

TRD-7 Adjustable Pole Mount 

FUN-VT15 Cover

4000W

1000W

55 Hz - 20 kHz

4 ohms

102 dB SPL

138 dB

90˚ x 50˚ 

Birch Plywood

Black/ISO-flex Paint

LF: 2 X 15FV/GM-15F 

HF: M-28/M-28

1090 x 445 x 505 mm 

42.9 x 17.5 x 19.9 in

40 kg (88 lb)

FUN-VT215 Cover

4000W

1000W

45 Hz - 138 Hz

8 ohms

98 dB SPL

134 dB

- 

Birch Plywood

Black/ISO-flex Paint

18LX/GM-18LX

720 x 545 x 655 mm 

28.3 x 21.5 x 25.8 in

35 kg (77.2 lb)

FUN-VT18 Cover

TRD-6 Pole Mount

TRD-7 Adjustable Pole Mount

8000W

2000W

30 Hz - 125 Hz

4 ohms

101 dB SPL

140 dB

- 

Birch Plywood

Black/ISO-flex Paint

2 x 18LX/GM-18LX

1070 x 545 x 675 mm 

42.1 x 21.5 x 26.6 in

70 kg (154 lb)

FUN-VT218 Cover

TRD-6 Pole Mount

TRD-7 Adjustable Pole Mount

Vantec Series

PASSIVE SPEAKER
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ㆍ Active biamp system

ㆍ Peak Power 1000W 

ㆍ 자작나무 합판 인클로저 사용

ㆍ 내구성이 뛰어난 ISO-FLEX 페인트 도장

ㆍ 간편한 설정 및 조정을 위한 DAScontrol™ 인터페이스

ㆍ PRESET 설정 및 LCD 화면 내 DSP 기능 구현

ㆍ Passive 2-way system

ㆍ RMS Power at 8Ω  : 350W  

ㆍ 자작나무 합판 인클로저 사용

ㆍ 내구성이 뛰어난 ISO-FLEX 페인트 도장

ㆍ 권장 PROCESSOR : DSP-226

ㆍ 권장 앰프 : PA 시리즈 앰프

ACTION-M512A / ACTION-M512

ACTION-515A / ACTION-515

ㆍ 스테이지 모니터용 Active biamp system

ㆍ 2채널 1,000W Peak D-Class 앰프

ㆍ 자작나무 합판 인클로저 사용

ㆍ 내구성이 뛰어난 ISO-FLEX 페인트 도장

ㆍ 간편한 설정 및 조정을 위한 DAScontrol™ 인터페이스

ㆍ PRESET 설정 및 LCD 화면 내 DSP 기능 구현

ㆍ Passive 2-way system

ㆍ RMS 300W at 8Ω

ㆍ 자작나무 합판 인클로저

ㆍ 내구성이 좋은 ISO-FLEX 페인트 도장

ㆍ 권장 PROCESSOR : DSP-226

ㆍ 권장 앰프 : PA 시리즈

ACTION-M512

ACTION-M512A

ACTION-515

ACTION-515A

ㆍ Active biamp system

ㆍ Peak Power 1000W 

ㆍ 자작나무 합판 인클로저 사용

ㆍ 내구성이 뛰어난 ISO-FLEX 페인트 도장

ㆍ 간편한 설정 및 조정을 위한 DAScontrol™ 인터페이스

ㆍ PRESET 설정 및 LCD 화면 내 DSP 기능 구현

ㆍ Passive 2-way system

ㆍ RMS Power at 8Ω  : 300W  

ㆍ 자작나무 합판 인클로저 사용

ㆍ 내구성이 뛰어난 ISO-FLEX 페인트 도장

ㆍ 권장 PROCESSOR : DSP-226

ㆍ 권장 앰프 : PA 시리즈 앰프

ㆍ Active biamp system

ㆍ Peak Power 720W 

ㆍ 자작나무 합판 인클로저 사용

ㆍ 내구성이 뛰어난 ISO-FLEX 페인트 도장

ㆍ 간편한 설정 및 조정을 위한 DAScontrol™ 인터페이스

ㆍ PRESET 설정 및 LCD 화면 내 DSP 기능 구현

ㆍ Passive 2-way system

ㆍ RMS Power at 8Ω  : 150W  

ㆍ 자작나무 합판 인클로저 사용

ㆍ 내구성이 뛰어난 ISO-FLEX 페인트 도장

ㆍ 권장 PROCESSOR : DSP-226

ㆍ 권장 앰프 : PA 시리즈 앰프

ACTION-508A / ACTION-508

ACTION-512A / ACTION-512 

Action 500 Series

ACTION-508

ACTION-508A

ACTION-512

ACTION-512A
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ㆍ Active biamp system

ㆍ Peak Power 1000W 

ㆍ 자작나무 합판 인클로저 사용

ㆍ 내구성이 뛰어난 ISO-FLEX 페인트 도장

ㆍ 간편한 설정 및 조정을 위한 DAScontrol™ 인터페이스

ㆍ PRESET 설정 및 LCD 화면 내 DSP 기능 구현

ㆍ Passive 2-way system

ㆍ RMS Power at 8Ω  : 350W  

ㆍ 자작나무 합판 인클로저 사용

ㆍ 내구성이 뛰어난 ISO-FLEX 페인트 도장

ㆍ 권장 PROCESSOR : DSP-226

ㆍ 권장 앰프 : PA 시리즈 앰프

ACTION-M512A / ACTION-M512

ACTION-515A / ACTION-515

ㆍ 스테이지 모니터용 Active biamp system

ㆍ 2채널 1,000W Peak D-Class 앰프

ㆍ 자작나무 합판 인클로저 사용

ㆍ 내구성이 뛰어난 ISO-FLEX 페인트 도장

ㆍ 간편한 설정 및 조정을 위한 DAScontrol™ 인터페이스

ㆍ PRESET 설정 및 LCD 화면 내 DSP 기능 구현

ㆍ Passive 2-way system

ㆍ RMS 300W at 8Ω

ㆍ 자작나무 합판 인클로저

ㆍ 내구성이 좋은 ISO-FLEX 페인트 도장

ㆍ 권장 PROCESSOR : DSP-226

ㆍ 권장 앰프 : PA 시리즈

ACTION-M512

ACTION-M512A

ACTION-515

ACTION-515A

ㆍ Active biamp system

ㆍ Peak Power 1000W 

ㆍ 자작나무 합판 인클로저 사용

ㆍ 내구성이 뛰어난 ISO-FLEX 페인트 도장

ㆍ 간편한 설정 및 조정을 위한 DAScontrol™ 인터페이스

ㆍ PRESET 설정 및 LCD 화면 내 DSP 기능 구현

ㆍ Passive 2-way system

ㆍ RMS Power at 8Ω  : 300W  

ㆍ 자작나무 합판 인클로저 사용

ㆍ 내구성이 뛰어난 ISO-FLEX 페인트 도장

ㆍ 권장 PROCESSOR : DSP-226

ㆍ 권장 앰프 : PA 시리즈 앰프

ㆍ Active biamp system

ㆍ Peak Power 720W 

ㆍ 자작나무 합판 인클로저 사용

ㆍ 내구성이 뛰어난 ISO-FLEX 페인트 도장

ㆍ 간편한 설정 및 조정을 위한 DAScontrol™ 인터페이스

ㆍ PRESET 설정 및 LCD 화면 내 DSP 기능 구현

ㆍ Passive 2-way system

ㆍ RMS Power at 8Ω  : 150W  

ㆍ 자작나무 합판 인클로저 사용

ㆍ 내구성이 뛰어난 ISO-FLEX 페인트 도장

ㆍ 권장 PROCESSOR : DSP-226

ㆍ 권장 앰프 : PA 시리즈 앰프

ACTION-508A / ACTION-508

ACTION-512A / ACTION-512 

Action 500 Series

ACTION-508

ACTION-508A

ACTION-512

ACTION-512A
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ACTION-S118A

ACTION-S218A / ACTION-S218 

ㆍ  Active horn-loaded 서브우퍼 시스템

ㆍ  Peak 3,200W D-CLASS 앰프

ㆍ  Deep - Loud EQ 스위치

ㆍ  자작나무 합판 인클로져

ㆍ  내구성이 뛰어난 ISO-FLEX 페인트 도장

ACTION-S218

ACTION-S218A

ㆍ Active 서브우퍼 system

ㆍ 3,200W Peak D-Class 앰프

ㆍ 자작나무 합판 인클로저

ㆍ 내구성이 뛰어난 ISO-FLEX 페인트 도장

ㆍ Passive  2 x Bass 서브우퍼 system

ㆍ RMS 1,200W at 4Ω

ㆍ 자작나무 합판 인클로져

ㆍ 내구성이 뛰어난 ISO-FLEX 페인트 도장

ㆍ 권장 PROCESSOR : DSP-226

ㆍ 권장 앰프 : PA 시리즈

ㆍ Active biamp system

ㆍ Peak Power 1,000W (Dual channel)  

ㆍ 자작나무 합판 인클로저 사용

ㆍ 내구성이 뛰어난 ISO-FLEX 페인트 도장

ㆍ 간편한 설정 및 조정을 위한 DAScontrol™ 인터페이스

ㆍ PRESET 설정 및 LCD 화면 내 DSP 기능 구현

ㆍ Passive 2-way system

ㆍ RMS 700W at 4Ω  

ㆍ 자작나무 합판 인클로저 사용

ㆍ 내구성이 뛰어난 ISO-FLEX 페인트 도장

ㆍ 권장 PROCESSOR : DSP-226

ㆍ 권장 앰프 : PA 시리즈 앰프

ACTION-525A / ACTION-525

ㆍ Active horn-loaded 서브우퍼 시스템

ㆍ 1,500W Peak D-Class 앰프

ㆍ 63Hz - 100Hz 가변 LPF

ㆍ DEEP - Loud EQ 스위치

ㆍ 자작나무 합판 인클로져

ㆍ 내구성이 뛰어난 ISO-FLEX 페인트 도장

ㆍ Passive 서브우퍼 system

ㆍ RMS 600W at 8Ω

ㆍ 자작나무 합판 인클로져

ㆍ 내구성이 뛰어난 ISO-FLEX 페인트 도장

ㆍ 권장 PROCESSOR : DSP-226

ㆍ 권장 앰프 : PA 시리즈

ACTION-S18A / ACTION-S18

Action 500 Series

ACTION-525

ACTION-525A

ACTION-S18

ACTION-S18A
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ACTION-S118A

ACTION-S218A / ACTION-S218 

ㆍ  Active horn-loaded 서브우퍼 시스템

ㆍ  Peak 3,200W D-CLASS 앰프

ㆍ  Deep - Loud EQ 스위치

ㆍ  자작나무 합판 인클로져

ㆍ  내구성이 뛰어난 ISO-FLEX 페인트 도장

ACTION-S218

ACTION-S218A

ㆍ Active 서브우퍼 system

ㆍ 3,200W Peak D-Class 앰프

ㆍ 자작나무 합판 인클로저

ㆍ 내구성이 뛰어난 ISO-FLEX 페인트 도장

ㆍ Passive  2 x Bass 서브우퍼 system

ㆍ RMS 1,200W at 4Ω

ㆍ 자작나무 합판 인클로져

ㆍ 내구성이 뛰어난 ISO-FLEX 페인트 도장

ㆍ 권장 PROCESSOR : DSP-226

ㆍ 권장 앰프 : PA 시리즈

ㆍ Active biamp system

ㆍ Peak Power 1,000W (Dual channel)  

ㆍ 자작나무 합판 인클로저 사용

ㆍ 내구성이 뛰어난 ISO-FLEX 페인트 도장

ㆍ 간편한 설정 및 조정을 위한 DAScontrol™ 인터페이스

ㆍ PRESET 설정 및 LCD 화면 내 DSP 기능 구현

ㆍ Passive 2-way system

ㆍ RMS 700W at 4Ω  

ㆍ 자작나무 합판 인클로저 사용

ㆍ 내구성이 뛰어난 ISO-FLEX 페인트 도장

ㆍ 권장 PROCESSOR : DSP-226

ㆍ 권장 앰프 : PA 시리즈 앰프

ACTION-525A / ACTION-525

ㆍ Active horn-loaded 서브우퍼 시스템

ㆍ 1,500W Peak D-Class 앰프

ㆍ 63Hz - 100Hz 가변 LPF

ㆍ DEEP - Loud EQ 스위치

ㆍ 자작나무 합판 인클로져

ㆍ 내구성이 뛰어난 ISO-FLEX 페인트 도장

ㆍ Passive 서브우퍼 system

ㆍ RMS 600W at 8Ω

ㆍ 자작나무 합판 인클로져

ㆍ 내구성이 뛰어난 ISO-FLEX 페인트 도장

ㆍ 권장 PROCESSOR : DSP-226

ㆍ 권장 앰프 : PA 시리즈

ACTION-S18A / ACTION-S18

Action 500 Series

ACTION-525

ACTION-525A

ACTION-S18

ACTION-S18A



111

Event S
eries

Vantec S
eries

A
ction 500 S

eries
A
ltea 400/700 S

eries

Model   ACTION-508               ACTION-512                 ACTION-M512         ACTION-515
Peak Power Handling

RMS (Average) Power Handling

Frequency Range (-10 dB)

Nominal Impedance

On-axis Sensitivity 1 W/1 m

Maximum Peak SPL at 1 m

HF Horn Coverage Angles (-6 dB)

Enclosure Material

Color/Finish

Transducers/

Replacement Parts

Dimensions (H x W x D)

Weight

Accessories

600W

150W

60 Hz - 20 kHz

8 ohms

94 dB SPL

124 dB

90˚ x 60˚ (Rotatable)

Birch Plywood

Black/ISO-flex Paint

LF: 8GV/8GV 

HF: M-34/GM-M34

485 x 285 x 260 mm 

19.1 x 11.2 x 10.2 in

10.5 kg (23 lb)

AX-SPG1 Adapter 

AXC-AT C-Clamp Adapter 

AXU-ACT8 U-Bracket 

FUN-ACT8 Cover

TRD-6 Pole Mount

TRD-7 Adjust. Pole Mount

1200W

300W

50 Hz - 20 kHz

8 ohms

96 dB SPL

131 dB

90˚ x 60˚ (Rotatable)

Birch Plywood

Black/ISO-flex Paint

LF: 12MI/GM-12MI 

HF: M-34/GM-M34

620 x 380 x 380 mm 

24.4 x 15 x 15 in

19 kg (41.8 lb)

AX-SPG1 Adapter 

AXC-AT C-Clamp Adapter 

AXU-ACT512 U-Bracket 

FUN-VT12 Cover

TRD-6 Pole Mount

TRD-7 Adjust. Pole Mount

1200W

300W

63 Hz - 20 kHz

8 ohms

95 dB SPL

130 dB

80˚ x 50˚ (Rotatable)

Birch Plywood

Black/ISO-flex Paint

LF: 12MI/GM-12MI 

HF: M-34/GM-M34

335 x 650 x 450 mm 

13.2 x 25.6 x 17.7 in

17.5 kg (38.5 lb)

FUN-ACTM12 Cover

TRD-6 Pole Mount

TRD-7 Adjust. Pole Mount

1400W

350W

47 Hz - 20 kHz

8 ohms

96 dB SPL

131 dB

90˚ x 60˚ (Rotatable)

Birch Plywood

Black/ISO-flex Paint

LF: 15MI/GM-15MI 

HF: M-34/GM-M34

720 x 445 x 385 mm 

28.3 x 17.5 x 15.2 in

22.8 kg (50.2 lb)

FUN-VT15 Cover

TRD-6 Pole Mount

TRD-7 Adjust. Pole Mount

Model                     ACTION-525                    ACTION-S18                        ACTION-S218 
Peak Power Handling

RMS (Average) Power Handling

Frequency Range (-10 dB)

Nominal Impedance

On-axis Sensitivity 1 W/1 m

Maximum Peak SPL at 1 m

HF Horn Coverage Angles (-6 dB)

Enclosure Material

Color/Finish

Transducers/

Replacement Parts

Dimensions (H x W x D)

Weight

Accessories

2800W

700W

47 Hz - 20 kHz

4 ohms

99 dB SPL

134 dB

90˚ x 60˚ (Rotatable)

Birch Plywood

Black/ISO-flex Paint

LF: 2 x 15MI/GM-15MI 

HF: M-44/GM-M44

1090 x 445 x 515 mm 

42.9 x 17.5 x 20.3 in

38.5 kg (84.9 lb)

FUN-VT215 Cover

2400W

600W

33 Hz - 160 Hz

8 ohms

96 dB SPL

133 dB

-

Birch Plywood

Black/ISO-flex Paint

18FW/GM-18FW

720 x 545 x 660 mm 

28.3 x 21.5 x 26 in

40.5 kg (89.1 lb)

FUN-VT18 Cover

TRD-6 Pole Mount

TRD-7 Adjustable Pole Mount

4800W

1200W

29 Hz - 160 Hz

4 ohms

99 dB SPL

139 dB

-

Birch Plywood

Black/ISO-flex Paint

2 x 18FW/GM-18FW

1070 x 545 x 675 mm 

42.1 x 21.5 x 26.6 in

58 kg (127.8 lb)

FUN-ACT218 Cover

TRD-6 Pole Mount

TRD-7 Adjustable Pole Mount

Externally powered PASSIVE SPEAKER

Model           ACTION-508A             ACTION-512A             ACTION-M512A            ACTION-515A
Amplifier Power

Input Impedance

Sensitivity

Frequency Range (-10 dB)

Rated Maximum Peak SPL at 1 m

HF Horn Coverage Angles (-6 dB)

Enclosure Material

Color/Finish

Transducers/

Replacement Parts           

AC Power Requirements

Dimensions (H x W x D)

Weight

Accessories

720W Peak 

Class D, Biamplified

Line 20 kohms 

Mic: 20 kohms

Line: 1.95 V (+8 dBu) 

Mic: 20 mV (-32 dBu)

65 Hz - 20 kHz

122 dB

90˚ x 60˚ (Rotatable)

Birch Plywood

Black/ISO-flex Paint

LF: 8GV/8GV

HF: M-34/GM-M34

115 V, 1.6 A, 50 Hz/60 Hz 

230 V, 0.8 A, 50 Hz/60 Hz

485 x 285 x 260 mm 

19.1 x 11.2 x 10.2 in

11.9 kg (26.2 lb)

AX-SPG1 Adapter 

AXC-AT C-Clamp Adapter 

AXU-ACT8 U-Bracket 

AXW-3 Wall Mount 

FUN-ACT8 Cover

TRD-6 Pole Mount

TRD-7 Adjustable Pole Mount

1000W Peak 

Class D, Biamplified

Line 20 kohms 

Mic: 20 kohms

Line: 1.95 V (+8 dBu) 

Mic: 20 mV (-32 dBu)

50 Hz - 20 kHz

131 dB

90˚ x 60˚ (Rotatable)

Birch Plywood

Black/ISO-flex Paint

LF: 12MI4/GM-12MI4 

HF: M-34/GM-M34

115 V, 2.2 A, 50 Hz/60 Hz 

230 V, 1.1 A, 50 Hz/60 Hz

620 x 380 x 380 mm 

24.4 x 15 x 15 in

20 kg (44.1 lb)

AX-SPG1 Adapter 

AXC-AT C-Clamp Adapter 

AXU-ACT512 U-Bracket 

FUN-VT12 Cover

TRD-6 Pole Mount

TRD-7 Adjustable Pole Mount

1000W Peak 

Class D, Biamplified

Line 20 kohms 

Mic: 20 kohms

Line: 1.95 V (+8 dBu) 

Mic: 20 mV (-32 dBu)

60 Hz - 20 kHz

130 dB

80˚ x 50˚ (Rotatable)

Birch Plywood

Black/ISO-flex Paint

LF: 12MI4/GM-12MI4 

HF: M-34/GM-M34

115 V, 2.2 A, 50 Hz/60 Hz 

230 V, 1.1 A, 50 Hz/60 Hz

335 x 650 x 450 mm 

13.2 x 25.6 x 17.7 in

19.5 kg (43 lb)

FUN-ACTM12 Cover

TRD-6 Pole Mount 

TRD-7 Adjustable Pole Mount

1000W Peak 

Class D, Biamplified

Line 20 kohms 

Mic: 20 kohms

Line: 1.95 V (+8 dBu) 

Mic: 20 mV (-32 dBu)

45 Hz - 20 kHz

131 dB

90˚ x 60˚ (Rotatable)

Birch Plywood

Black/ISO-flex Paint

LF: 15MI4/GM-15MI4 

HF: M-34/GM-M34

115 V, 2.2 A, 50 Hz/60 Hz 

230 V, 1.1 A, 50 Hz/60 Hz

720 x 445 x 385 mm 

28.3 x 17.5 x 15.2 in

23.5 kg (51.8 lb)

FUN-VT15 Cover

TRD-6 Pole Mount

TRD-7 Adjustable Pole Mount

Model            ACTION-525A               ACTION-S18A            ACTION-S118A            ACTION-S218A 
Amplifier Power

Input Impedance

Sensitivity

Frequency Range (-10 dB)

Rated Maximum Peak SPL at 1 m

HF Horn Coverage Angles (-6 dB)

Enclosure Material

Color/Finish

Transducers/

Replacement Parts           

AC Power Requirements

Dimensions (H x W x D)

Weight

Accessories

1000W Peak 

Class D, Biamplified

Line 20 kohms/Mic: 20 kohms

Line: 1.95 V (+8 dBu) 

Mic: 20 mV (-32 dBu)

45 Hz - 20 kHz

134 dB

90˚ x 60˚ (Rotatable)

Birch Plywood

Black/ISO-flex Paint

LF: 2 x 15MI/GM-15MI

HF: M-44/GM-M44

115 V, 3.6 A, 50 Hz/60 Hz 

230 V, 1.8 A, 50 Hz/60 Hz

1090 x 445 x 515 mm 

42.9 x 17.5 x 20.3 in

39.5 kg (87.1 lb)

FUN-VT215 Cover

1500W Peak 

Class D, Biamplified

Line 20 kohms 

Line: 1.95 V (+8 dBu) 

35 Hz - 125 Hz (variable LPF)

134 dB

-

Birch Plywood

Black/ISO-flex Paint

18FW4/GM-18FW4

115 V, 2.8 A, 50 Hz/60 Hz 

230 V, 1.4 A, 50 Hz/60 Hz

720 x 545 x 660 mm 

28.3 x 21.5 x 26 in

42.5 kg (93.7 lb)

FUN-VT18 Cover

TRD-6 Pole Mount

TRD-7 Adjustable Pole Mount

3200W Peak 

Class D, Biamplified

Line 20 kohms 

Line: 1.95 V (+8 dBu) 

35 Hz - 125 Hz (variable LPF)

140 dB

-

Birch Plywood

Black/ISO-flex Paint

2 x 18FW4/GM-18FW

115 V, 6 A, 50 Hz/60 Hz 

230 V, 3 A, 50 Hz/60 Hz

1070 x 545 x 675 mm 

42.1 x 21.5 x 26.6 in

57 kg (125.7 lb)60.5 kg (133.4 lb)

FUN-ACT218 Cover

TRD-6 Pole Mount

TRD-7 Adjustable Pole Mount 

Action 500 Series

3200W Peak

Class D, Biamplified

Line 20 kohms 

1.95 V (+8 dBu)

35 Hz -125 Hz (variable LPF)

137dB

-

Birch Plywood

Black/ISO-flex Paint

800 x 695 x 570 mm

31,5 x 27,4 x 22,4 in

57,0 kg ( 125,7 lb )

FUN-ACT118 Cover

TRD-6 Pole Mount

TRD-7 Adjustable Pole Mount

Powered
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Model   ACTION-508               ACTION-512                 ACTION-M512         ACTION-515
Peak Power Handling

RMS (Average) Power Handling

Frequency Range (-10 dB)

Nominal Impedance

On-axis Sensitivity 1 W/1 m

Maximum Peak SPL at 1 m

HF Horn Coverage Angles (-6 dB)

Enclosure Material

Color/Finish

Transducers/

Replacement Parts

Dimensions (H x W x D)

Weight

Accessories

600W

150W

60 Hz - 20 kHz

8 ohms

94 dB SPL

124 dB

90˚ x 60˚ (Rotatable)

Birch Plywood

Black/ISO-flex Paint

LF: 8GV/8GV 

HF: M-34/GM-M34

485 x 285 x 260 mm 

19.1 x 11.2 x 10.2 in

10.5 kg (23 lb)

AX-SPG1 Adapter 

AXC-AT C-Clamp Adapter 

AXU-ACT8 U-Bracket 

FUN-ACT8 Cover

TRD-6 Pole Mount

TRD-7 Adjust. Pole Mount

1200W

300W

50 Hz - 20 kHz

8 ohms

96 dB SPL

131 dB

90˚ x 60˚ (Rotatable)

Birch Plywood

Black/ISO-flex Paint

LF: 12MI/GM-12MI 

HF: M-34/GM-M34

620 x 380 x 380 mm 

24.4 x 15 x 15 in

19 kg (41.8 lb)

AX-SPG1 Adapter 

AXC-AT C-Clamp Adapter 

AXU-ACT512 U-Bracket 

FUN-VT12 Cover

TRD-6 Pole Mount

TRD-7 Adjust. Pole Mount

1200W

300W

63 Hz - 20 kHz

8 ohms

95 dB SPL

130 dB

80˚ x 50˚ (Rotatable)

Birch Plywood

Black/ISO-flex Paint

LF: 12MI/GM-12MI 

HF: M-34/GM-M34

335 x 650 x 450 mm 

13.2 x 25.6 x 17.7 in

17.5 kg (38.5 lb)

FUN-ACTM12 Cover

TRD-6 Pole Mount

TRD-7 Adjust. Pole Mount

1400W

350W

47 Hz - 20 kHz

8 ohms

96 dB SPL

131 dB

90˚ x 60˚ (Rotatable)

Birch Plywood

Black/ISO-flex Paint

LF: 15MI/GM-15MI 

HF: M-34/GM-M34

720 x 445 x 385 mm 

28.3 x 17.5 x 15.2 in

22.8 kg (50.2 lb)

FUN-VT15 Cover

TRD-6 Pole Mount

TRD-7 Adjust. Pole Mount

Model                     ACTION-525                    ACTION-S18                        ACTION-S218 
Peak Power Handling

RMS (Average) Power Handling

Frequency Range (-10 dB)

Nominal Impedance

On-axis Sensitivity 1 W/1 m

Maximum Peak SPL at 1 m

HF Horn Coverage Angles (-6 dB)

Enclosure Material

Color/Finish

Transducers/

Replacement Parts

Dimensions (H x W x D)

Weight

Accessories

2800W

700W

47 Hz - 20 kHz

4 ohms

99 dB SPL

134 dB

90˚ x 60˚ (Rotatable)

Birch Plywood

Black/ISO-flex Paint

LF: 2 x 15MI/GM-15MI 

HF: M-44/GM-M44

1090 x 445 x 515 mm 

42.9 x 17.5 x 20.3 in

38.5 kg (84.9 lb)

FUN-VT215 Cover

2400W

600W

33 Hz - 160 Hz

8 ohms

96 dB SPL

133 dB

-

Birch Plywood

Black/ISO-flex Paint

18FW/GM-18FW

720 x 545 x 660 mm 

28.3 x 21.5 x 26 in

40.5 kg (89.1 lb)

FUN-VT18 Cover

TRD-6 Pole Mount

TRD-7 Adjustable Pole Mount

4800W

1200W

29 Hz - 160 Hz

4 ohms

99 dB SPL

139 dB

-

Birch Plywood

Black/ISO-flex Paint

2 x 18FW/GM-18FW

1070 x 545 x 675 mm 

42.1 x 21.5 x 26.6 in

58 kg (127.8 lb)

FUN-ACT218 Cover

TRD-6 Pole Mount

TRD-7 Adjustable Pole Mount

Externally powered PASSIVE SPEAKER

Model           ACTION-508A             ACTION-512A             ACTION-M512A            ACTION-515A
Amplifier Power

Input Impedance

Sensitivity

Frequency Range (-10 dB)

Rated Maximum Peak SPL at 1 m

HF Horn Coverage Angles (-6 dB)

Enclosure Material

Color/Finish

Transducers/

Replacement Parts           

AC Power Requirements

Dimensions (H x W x D)

Weight

Accessories

720W Peak 

Class D, Biamplified

Line 20 kohms 

Mic: 20 kohms

Line: 1.95 V (+8 dBu) 

Mic: 20 mV (-32 dBu)

65 Hz - 20 kHz

122 dB

90˚ x 60˚ (Rotatable)

Birch Plywood

Black/ISO-flex Paint

LF: 8GV/8GV

HF: M-34/GM-M34

115 V, 1.6 A, 50 Hz/60 Hz 

230 V, 0.8 A, 50 Hz/60 Hz

485 x 285 x 260 mm 

19.1 x 11.2 x 10.2 in

11.9 kg (26.2 lb)

AX-SPG1 Adapter 

AXC-AT C-Clamp Adapter 

AXU-ACT8 U-Bracket 

AXW-3 Wall Mount 

FUN-ACT8 Cover

TRD-6 Pole Mount

TRD-7 Adjustable Pole Mount

1000W Peak 

Class D, Biamplified

Line 20 kohms 

Mic: 20 kohms

Line: 1.95 V (+8 dBu) 

Mic: 20 mV (-32 dBu)

50 Hz - 20 kHz

131 dB

90˚ x 60˚ (Rotatable)

Birch Plywood

Black/ISO-flex Paint

LF: 12MI4/GM-12MI4 

HF: M-34/GM-M34

115 V, 2.2 A, 50 Hz/60 Hz 

230 V, 1.1 A, 50 Hz/60 Hz

620 x 380 x 380 mm 

24.4 x 15 x 15 in

20 kg (44.1 lb)

AX-SPG1 Adapter 

AXC-AT C-Clamp Adapter 

AXU-ACT512 U-Bracket 

FUN-VT12 Cover

TRD-6 Pole Mount

TRD-7 Adjustable Pole Mount

1000W Peak 

Class D, Biamplified

Line 20 kohms 

Mic: 20 kohms

Line: 1.95 V (+8 dBu) 

Mic: 20 mV (-32 dBu)

60 Hz - 20 kHz

130 dB

80˚ x 50˚ (Rotatable)

Birch Plywood

Black/ISO-flex Paint

LF: 12MI4/GM-12MI4 

HF: M-34/GM-M34

115 V, 2.2 A, 50 Hz/60 Hz 

230 V, 1.1 A, 50 Hz/60 Hz

335 x 650 x 450 mm 

13.2 x 25.6 x 17.7 in

19.5 kg (43 lb)

FUN-ACTM12 Cover

TRD-6 Pole Mount 

TRD-7 Adjustable Pole Mount

1000W Peak 

Class D, Biamplified

Line 20 kohms 

Mic: 20 kohms

Line: 1.95 V (+8 dBu) 

Mic: 20 mV (-32 dBu)

45 Hz - 20 kHz

131 dB

90˚ x 60˚ (Rotatable)

Birch Plywood

Black/ISO-flex Paint

LF: 15MI4/GM-15MI4 

HF: M-34/GM-M34

115 V, 2.2 A, 50 Hz/60 Hz 

230 V, 1.1 A, 50 Hz/60 Hz

720 x 445 x 385 mm 

28.3 x 17.5 x 15.2 in

23.5 kg (51.8 lb)

FUN-VT15 Cover

TRD-6 Pole Mount

TRD-7 Adjustable Pole Mount

Model            ACTION-525A               ACTION-S18A            ACTION-S118A            ACTION-S218A 
Amplifier Power

Input Impedance

Sensitivity

Frequency Range (-10 dB)

Rated Maximum Peak SPL at 1 m

HF Horn Coverage Angles (-6 dB)

Enclosure Material

Color/Finish

Transducers/

Replacement Parts           

AC Power Requirements

Dimensions (H x W x D)

Weight

Accessories

1000W Peak 

Class D, Biamplified

Line 20 kohms/Mic: 20 kohms

Line: 1.95 V (+8 dBu) 

Mic: 20 mV (-32 dBu)

45 Hz - 20 kHz

134 dB

90˚ x 60˚ (Rotatable)

Birch Plywood

Black/ISO-flex Paint

LF: 2 x 15MI/GM-15MI

HF: M-44/GM-M44

115 V, 3.6 A, 50 Hz/60 Hz 

230 V, 1.8 A, 50 Hz/60 Hz

1090 x 445 x 515 mm 

42.9 x 17.5 x 20.3 in

39.5 kg (87.1 lb)

FUN-VT215 Cover

1500W Peak 

Class D, Biamplified

Line 20 kohms 

Line: 1.95 V (+8 dBu) 

35 Hz - 125 Hz (variable LPF)

134 dB

-

Birch Plywood

Black/ISO-flex Paint

18FW4/GM-18FW4

115 V, 2.8 A, 50 Hz/60 Hz 

230 V, 1.4 A, 50 Hz/60 Hz

720 x 545 x 660 mm 

28.3 x 21.5 x 26 in

42.5 kg (93.7 lb)

FUN-VT18 Cover

TRD-6 Pole Mount

TRD-7 Adjustable Pole Mount

3200W Peak 

Class D, Biamplified

Line 20 kohms 

Line: 1.95 V (+8 dBu) 

35 Hz - 125 Hz (variable LPF)

140 dB

-

Birch Plywood

Black/ISO-flex Paint

2 x 18FW4/GM-18FW

115 V, 6 A, 50 Hz/60 Hz 

230 V, 3 A, 50 Hz/60 Hz

1070 x 545 x 675 mm 

42.1 x 21.5 x 26.6 in

57 kg (125.7 lb)60.5 kg (133.4 lb)

FUN-ACT218 Cover

TRD-6 Pole Mount

TRD-7 Adjustable Pole Mount 

Action 500 Series

3200W Peak

Class D, Biamplified

Line 20 kohms 

1.95 V (+8 dBu)

35 Hz -125 Hz (variable LPF)

137dB

-

Birch Plywood

Black/ISO-flex Paint

800 x 695 x 570 mm

31,5 x 27,4 x 22,4 in

57,0 kg ( 125,7 lb )

FUN-ACT118 Cover

TRD-6 Pole Mount

TRD-7 Adjustable Pole Mount

Powered


