AC-S Series \ Passive Loudspeaker
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AC-S4T

AC-S4T

2-way Passive Loudspeaker, 4.5”, 16W

AC-S6T

AC-S6T

2-way Passive Loudspeaker, 6.5”, 30W
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« DEZO| EHARA MEOZ Y25 Y MHO| s

* Q-SYS ¥ CXD Seires YT ZE 225104 Intrinsic Correction™ (DSP LIZ) 7|5 &2

* 80 2& #89| 70/100V HE|Y EMALMA PIX| FAf

O RRY Hp LR

Frequency Range (-10dB)

70 Hz - 20 kHz

60 Hz - 20 kHz

Coverage angle (-6 dB)

130° (500 Hz - 5 kH2)

130° (500 Hz - 5 kHz)

Rated noise power / voltage

16W/11.3Vrms

30W /15.5Vrms

Broad-Band Sensitivity

85 dB SPL

86 dB SPL

Output (Peak SPL @ 1M)

103 dB

107 dB

Driver Information LF

114 mm (4.5 in) Polypropylene woofer

165 mm (6.5 in) Polypropylene woofer

with 25 mm (1 in) voice coil

with 25 mm (1 in) voice coil

Driver Information HF

25 mm (1 in) Aluminium dome tweeter
with 25 mm (1 in) voice coil

25 mm (1 in) Aluminium dome tweeter
with 25 mm (1 in) voice coil

Rated Impedance 8 ohm 8 ohm
Dimensions (H x W x D) 230 x 160 x 150 mm 303 x215x 197 mm
Net Weight 2.4 kg 3.8kg
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